CONTRACT NO. 83862

AP TOTAL |SHEET
AP secTion COUNTY | JOTAL TSHEE
361 06-00214-03-BR|  KANE 52 | 2t
STORM WATER POLLUTION PREVENTION PLAN{(SWPPP): STA. T0 STA.
PE) 7. Pumping Basins and Sump Pits will be constiucted at all focatiohs where i avices: If 150d, cafions ’
STEARNS ROAD CORRIDOR — STAGE | WETLAND MITIGATION SITE the water is pumped. Riprap will be cansiructed af the iniake hose and Y G Devices: g dovichs are. sed, discharge oot FED, ROAD DT, N0 1 [ILLINOIS]FED. AID PROJECT |

This plan has been prepared to comply with the provisions of the NPDES Permit
Number lLRw Jsaued by the Hingis Envuonmental Profection Agenpy for Storr Water
site.

1. Site Deseription:

discharge hose. Pumping will only be permitted at these locations,

8. Temporary Aggregate Berms will be used to slow sheet flows and control
soil erasion.

shall be protected from soil efasich. All pumped discharges shall be routed
through a sump pit into a pumping basin.

vi} 8ite Cleanup: Trapped sediment and other disturbed 5oils resulting from the
disposition of temperary soif erosion and sediment control measures shall be.
permanenily stabilized to prevent further soil erosion-and sedirmentation.

D. i any violations of the: provisions -of this plan are identified during the conduct of
the construction work covered by this plan, the Engineershall complete and file
an “Incidence of Noncompliance” (ION} report for the identified. vislation. The
Engineer shall use formis :provided by the lfinois Environmental Protection

9. ilized Ce wilt be: constructed atall locations Where

X . State, or Alans:
construction traffic enters or exits the site. D Appravst Gouty State, of Lesal Rlans

Agency and shall include specific information about the cause of nioncempliarice,
acﬂons which weré taken to prevenf any further cause’s of noncomipliance; anda

3 1t detaifing any tal impact which. may have resulted from the
ron compllanoe Al reports:of rioncofrpliance shall be sigred by a respansible
authority in accordance with Past V.G of the general permit. The report of
noncompliance shall be maifed to the followingaddress:

A. The work under this contract will be complefed on property locatsd in
unincorporated St. Chatles Township, Kang Gounty, Ilfincis along the Néw 10. Stockpiles that are to remain in placs for mors than three daye:shalt have
Steamns Road alignment betwesn the Fox River and lllinois Route 25. The Soil Eﬁosnn and Sediment CQnarol provided. At 3 mmlmugn, Perimeter
projéct inciudes the clearing of dhe site, filling of éxisting wetiatids, constriction of Erosion Barrier will be placed-around the bottom of the stoekpila.
detenfion basing, compensatory Stotage -and wetland areas and the building of

The management pracﬂces ount[o[sy and other prowsmns contained in this plan-are
at least as p as the in the. Hlinols Environmental
Protection Agency's IHlineis Urban Manual and speci Py i

and requirements specified in applicable soil erosion and sediment control plars or
storm water management plans: appmved by local ofhcla}s shall be described or
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daily basis'whete coristrisction activities: have temporarily of perriabently. coased,
butin no case more than 7 days after the construction activity in that portion of
the site hastermporarily 6r permanently ceased, or an all disturhed portions of the
site: where conistruction activity will not-oceur for a period of 14 or fiore.calendar
days.

Where the initiation of stabllization measures by the 7" day after construction

_activity tery ly cedses is precluded by shiewe cover,
stabilization shall be mma(ed as $66n as practicabié thereatter.

Description of

1. Dust Control will be accomplishied using watering trucks as directed by the
Engineer. )

2. Tempotary Stabilization with Stiaw Mulch will be used to. ‘stabilize
censtruction areas where construction activity is: halted for mere than 14
days. Or areas where: the final grade has beer reached bt cannot be
permanently stabilized due to: the planting season: résfrictions of the
permanent stabilization.

w

. Erosion Control Blanket will be used to stabilize the construction ‘areas
where the. final grade has been reached but canriot be permarientl
stabilized or treated with Temporary Stabilization with Straw Muleh doé tg
the planting season restristions.

4. T y Fencing and Perimeter Erosion Barrier, Rolled Excsisior will be
placed along tree stands to. be preserved ang to prevent the build up of
sediment.on topof the tres roots.

5. Waters: of the U.S. and wetlarids within: of adjacent to the preject will be
protected ‘with Cofistrustion Fence and Perimeter Erosion Barrier, ‘Roflad
Excelsior,

L.

6. Sheet flows exiting the site will encounter Perimeter Erosion Barrier.

2. Pipe Restrictors and-\Weirs in Detention Pond Outfalls

3. Rock Check Dams (Leaky Berms) between compensatory storage areas
4. Adgrégate Berms along New Stearhs Roadiembankrient

5. Permanent Vegetation and Plantings

iy Velocity dissipation devices will be placed at discharge’ locations and aléng
the length of any ouffall channel as necessary to provide a nonseresive
velocity flow from: the structure to a water course so-that the natural, physical,
and biological characteristics and functions are maintained and. protected
{i-e.; mgintenance of hydrologic conditions, such as the hydropetried and
bydredyhamics present prior to the initiation of construction activities). Storm
weater 15 control i

1. Riprap.Aprons at Flared End Sections
2: Aggregate Ditch Checks

3. LevelSpreader

4. Permapent Vegetation

C. Other Controls:

iy Non Hazardous Waste Disposal: The solitwaste materials inoluding trash,
construction debris, excess construction materials, machinery, tools and
other iterms will be collected and dispased of off-site by the contractor. The
contractor is responsible to acquite any permit requited for such disposal.
Burning on-site will not be permitted. No:solid materials, including buitding
rnaterials, shall be discharged into Waters of the U 8., except as authorized
by a Section 404 Permit.

i) Hazardous Wiaste Disposal; Shall conform ta'the IDOT Special Provision,

ity Samtary Waste Dlspbsal The prawsnons of this plan shall ensure and

der with: the State and/or local waste:

dnsposal sanitary sewer, or septic system regulations. The Contractor shall
not create or allow unsanitary conditions.

V) Off-Sife Vehicle Tracking: Each site shall have one of more Stabilized
Consfraction Entrances iiv conformance with the ‘plan details. Where the
contractor's equipment is ‘operated on any pottion -of the fraveled surface: or
structures used by traffic on or adjacent jo the project, the contractor shiall
clean (not flushing of} the traveled surface of all dirt and debiis at the end of

b i of ore ly if directed by the Engineer.

The Engineer will be respornsible for conducting: soil -erosion and sediment gonttol
inspections. The Contracter's SESCM shall be notified when the: inspactions are to
take place and is expested 1o be present during the inspections. A maintenzince
inspection repoft will B¢ complsted affer each inspection. A topy of the repsit is to
be completed by the inspector and storad-on-site with a copy given o the contractor.

The inspection shall mc{ude all di ed areas of the Fuction site which kave
not baen finally the control focati where vehicles
eriter ot sxit the site and all major ouifalls. Such: lnspec:tlon shall be conducied at
least onee every seven calendar days and within 24 hours of the end.of a rain storm
(o1 equivalerit sriowfall) that is 0.5 inches or greater. Depth of rain fall will be
determined by an on-site rain gauge. The Engineér shalt read the rain gauge daily
and after each rain‘storm,

A. Disturbed areas and areas usad for storage of materials that are exposed to
precipitation shall be inspected for evidence of, or the potential for, pollutsints
enteting the drainage system and waterways. Soll érdsion and seditent contral:
measures identified in the plan shall be observed to wnsure ihat they are

y. If repair is , it will be initiated within 24 hours.of the
mmplallun of the inspection report. Wnere discharge locations or points are
acoessible, they shall be inspected fo ascertain whether the measures are
effective in preventing significant impacts to. receiving waters. Locations. wherg
‘vehicles enter-ar exit the site shall be‘inspected for evidense of off-site:tracking:

B. Based on the results of the insp the d of
solrces identified in Section 1 above and pollutlon prevenllcn meisutes
jdéntified in Section 2 above, the Starm Water Pollution Preventisn Plan shall be
revised as appropriate as soon as ticable after such ir A Any
céhanges to. this plan: resulting from the required inspection shalt be implefgited
within seven calendar days folfowing the inspection.

C. A report sumimatizing the scops of the inspedtion, harne(s) and qualifications of
personnel making the inspection, the date(s) of the' inspection, major
cbsérvations relating to the implementation’ of this Storm Watec Pollution
Prevention Plan, and action taken.in accordance with Sectionr 4.B shall be riade
and retained as part of the plan for at least three years after the date of
inspection. The report shall be signed in accordands with Part V.G of the
general permit;

the roadivay embankment for Naw Stearns Road. 11. Temporary Stream Crossings will not be allowed, except as provided for in by beiow, Requ 4 in -soil erosion. and Winols Environmental Protcion Agency
B. The following is a description of the intended sequence :6f the major activities us. Gorp.of Engineers 404 Permit. sediment control plans; site permits, storm water managerment site plans, or sike Disisbn of Water Pollution Control
which will disturb sofl for major pertions of the construction site; such as i Structural Practices: pertrits approved by county, state, of lacal officials that are appiicable to protecting Compliatice-Assurance Section #19
excavation and grading of the constructi ities may be as ! uctira s surface water resources are, -upon submittal of a Notice of Intent:(NOJ), incorporated 10241 Notth Grand East
; : . N nd enforceable under this permit-even if are’ not specifically included in the p T
fotlows: Provided below is a description of structural practices that will be implemented, to ?:!an d P ey P ly £.0. Box 18276 .
i} Installation of construcion fenci o1 and . the degree arlain‘able ta divert flows from éxpossd Soils, ‘store fiows, fimit.ruhoff Springfield, 1L. 62794-9276
pa a e rz{ jon fencing, perimeter erosion barrier and vegetation and the di from d areas of the site, The instaliation. Thé soil erosion afid sedirnént control for this site must meet the fequirements of thie 3 i .
::33 G;Z']’:gg Zf © proje p‘:':'e :zzgcwn e 5’“’9‘2?0?;3'; cas: this work is 6 of these devices | rnay be stibject to-Section 404 of the Clean Watet Act. following agencies: 8. Non-Storm Water Discharges:
I ge .areas; 5. TK 1S 1O :
be ity with the jon. of Sump Pits, Pumpi ] iti i i Except m fire- fightir 55 6f non-S water that-may: be
Basine, and Terparaty Aguregs Berim P Pie, Fumping T+ i) Gonstrucion (Pre-Sthge | (See Storm Waler Pollion Frevensin Kane-DuPage ol and Wiater Conservation Distict e it stovmm o Hiupaarass are Sestod by the maasyes iciuded in ths
iv) Topsoil spreading with temporary or permanent soil stabilization measures ) ) A Ié::: g:::g gg’:;r;?;;:rg?sﬁ;m plans. These sources include the following:
z;da Sﬂzs donstruction of permanent sail erosioh and sediment control « [Installation of Termporary Fance and Perimeter Erosion Barier, Rellact Hinsis Department of Transportation i ckiiche
v R of ysail erosion and sediment control measuras: Exc)sl:;or along tree stands to be preserved, Waters of the' U.S, and inois Environmenital Protection Agency " m;s; ﬂ:zg ;g ?::mﬁug{ s
Wetiards U.S. Army Corp of Enginaers ° ) )
L « Construction of Vegetative Buffers as shown on the plans »  Pavement wash waters where: spills o leaks of toxic o hazardous materials have
C. The tola! area of me consiruction site is estimated to be 69 acres, The total-area. + Remove trees, buil%i s and ofher strictures L 3 Maint 5 nof occurred (Unless spilled materials have been vemoveqi)
of the site that is estimated to be disturbed by excavation, grading or other -+ Pullding - Maintenance: o irigation ditohes
activities is 50-acres. e . .
2. During Construction (Stags | to V) The followinig is a description of procedisres that will be ysed to maintain, in good and M gnco:timmate«: grtound dwater hore: Tl + contaminated with
k ndation or footing drains where: ws are not: Col nal ‘wil process
D. The estimatés runoff coefiicient for the project fs 0. 55 for existing conditioris and: . . ns, soil etosion and sediment control + rou
0.45: for the proposed project. g the soils at the site is . glear‘sms o sures apﬂ ‘other prof ideritified” in this plan and standard malgrials such as solvents
contained in the Soifs Repart for the project, which is hereby incorporatsd. by * Constryct Pumping Basing . i 5 specifications;
fefetence, s Complete torm sewer 5 construction of the
nt $oil i and i cqr\trol ‘nems The Contractor will assign a Soil Erosion and Sediment Centrol Manager gSESCI\A)
E. ‘Waters of the U.S. included within or adjacent 1o the project site are the Fox - O or t to the projoct. His duties: will be:to Supervise the maintenance. of ttie Soit Erosion
River, Brewster Creek; and the North Amm of Brewster Creek. There are « Remove temporary soil erosion.and sediment cnntrol measures and Sediment Control and. implementatior: of this plan.
‘wetlands within: the project ‘site: and on the adjacent properties. The wetlarid ) . 1 N ) he mini . -
boundaties are shown o the Soil Erosion-and Sediment Caritrol Plan Sheets. 3. Post Construction he following shall be the minimum maintenance required:
a -~ . . ’ . ) - .
e 2. Controls: « Waintenance of vegetatioriand glantin A. Végetative Scil Erosion Measutes — The vegetative growth of temporary and
= Sontrol geta o 9 permanert seeding, veg_etaﬁve filters, ete., shall be rgaintained periodically and'
2 This section of the pian addresses the various controls that will be fimplermentad for B, Storm Water Management ;u;;phgd a:e;quat'e watering and fertilizer. The vegetativ: cover shall be rermoved
5 each of the major constiuction activities'described i 1.B above. For each sasute and reseaded as necessary. 8. for Poliution Pr ior Plai:
] the will be responsible far its implementation as indicated. . ) . " , ’ ’ ’
4 B. Pumpirig Basins shall be cleaned of sediment when the sediment has reachéd a ) " . N ) ,
2 depth af 50%.of the fieight of the aggregate berm. Thie materials of substances listed below.are expected to'be présent on site during
[} construction. (Table to be filled in by Contractor},
w
&
[=
3 8
2 . -
. g Each contractor has signed the required certification on forms which dre aftached to
: ® w and are-a part of this plan. :
v o
jol =1 . "
% & . The Soil Erosion and Sediment Cantrol Plan. drawings included define the.size. and
Q location of the measures to be installed duting the ¢ i ject: . . - . . . y s
& £ -:5: 8 e onstruction.of this projact rovided below. is a description of that will be installed. during the C. Perimeter Erosiot Barriet will be examined reguldrly and repaired as pécessary. :
E g § A. Soil Erosioh and Sedimont Cortrots: constiuction process: to control the pollutants in. Storri water dischargés. that will Sediment shall ba removed when it reaches a height equal to 50% of the height
7 3 £Q oceur after the construction .operations. have been completed. The instaliation. of of the battler.
@ < i Stabilization Practicss: these devices may be subject to: Section 404 of the Clean Water Act.
X E g 'g b s D. Ternporary Seeding for Erosion Control will be repaired ‘when bare stops and
ogxe Provided below is a description ‘of interirri and i i) The ices. selected for fori were determined on the basis of washout occur.
m including site-specific scheduling of the implementation of the practices. Sits tectiniical gu;ldétmdce oo‘;lnamed in the [EFA;‘ Winois Urlsan Ma"ﬁm' and other £ iz Cor T shall have build up removed 4s
plans will ‘ensure that existing is preserved ‘where attai and isted in the he storm water pollutant control £ r 1 E
(8] disturbed portions of the' site willl be’stabilized, theasures shail include: necessary.
Except as provided in 2.Aiand 2.B, stabilization mieasures shall be initisted: on a 1. Riprap Aprons at Fiared End Sections 4. Inspestions: 7. Spill ioh — Material

The following are the material management practices:that will be used to reduce the
Hisk 6F spills or othist accidéntal expostrs of materials and substances to stormuiater
runoff.

Good Housekeeping:

The following gosd hi Keapif il wifl be foliowed oh sits Quring the:
construction project:

Aneffort will be made to stere-only enough produet required to <o the job.
Al materials stored on site will ke stored in a neat, orderly manner in their
and, if possible, under @ roof or other enclosure.

Products wm be - kept in their orlgmal ‘containérs with the ofiginal fanufacturer's.

label.

Bubstances will not’ be fnixed with one .another Unlgss recormmended by the.

manufastures:

+ The site supetintendent will inspect daily to ensure proper use and disposal of
miaterials on site:

» Vihenever possible, all of a produst will be used ug before disposing of the:
container.

«  Manufacturers’ recommendations for proper use and disposal will be foflowed.

.

REVISIONS
NAME BATE ILLINOIS DEPARTMENT OF TRANSPORTATION

STORM WATER POLLUTION

PREVENTION PLAN

VERT- NTS |
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